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Achieving Higher Frequencies in Large-Scale Nonlinear Model
Predictive Control

Victor M. Zavala and Mihai Anitescu

Abstract— We present new insights into how to achieve higher
frequencies in large-scale nonlinear predictive control using
truncated-like schemes. The basic idea is that, instead of solving
the full nonlinear optimization (NLO) problem at each sampling
time, we solve a single, truncated quadratic optimization (QO)
problem. We present conditions guaranteeing stability of the
approximation error for truncated schemes using generalized
equation concepts. In addition, we propose a preliminary
scheme using an augmented Lagrangian reformulation of the
NLO and projected successive overrelaxation to solve the
underlying QO. This strategy enables early termination of the
QO solution because it can perform linear algebra and active-
set identification tasks simultaneously. A simple numerical case
study is provided.

I. PROBLEM STATEMENT

Consider a nonlinear predictive control (NMPC) problem
of the form

t+N
nglg /t Y (2(7),u(r)) dr (la)
s.t. 2(1) = ¢(2(7),u(r)), T € [t,t + T (1b)
2(1) >0, u(t) >0, 7 € [t,t + T (1c)
z(t) = 2(b), (1d)

where ¢t € R is the time dimension, N is the prediction
horizon, u(-) € R™ are the control trajectories, and z(-) €
R"= are the model state trajectories. The nonlinear mapping
o) Rr=xnu - R"= i the model, and (-,-)
Rr=Xmu — R is the cost. This problem is parametric in
the system states z(-), which evolve with unknown dynamics
affected by disturbances of different types. The system states
are assumed to be known at times t; spaced out by the
sampling time At = t11 —tg, k > 0. We seek to solve the
NMPC problem close to real time (e.g., with At — 0) in
order to reject the disturbances and drive the system to the
equilibrium. A fundamental problem is that, if the NMPC
problem is not solved at a frequency consistent with the
system dynamics, the disturbances will accumulate over time
and compromise stability. In many applications of interest,
achieving high frequencies is not possible because of the
computational complexity of the NMPC problem. In other
words, the solution time of the NMPC problem limits the
attainable At. The NMPC problem is typically solved by
casting this as a nonlinear optimization (NLO) problem.
Here, we consider a parametric NLO of the form

min f(x,t), st c(x,t)=0, x>0, 2)
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where € R" are the decision variables that include
discretized controls and states and, with some abuse of
notation, ¢ € J will be used to represent the time-evolving
data (e.g., system states). A solution of this problem satisfies
the parametric Karush-Kuhn-Tucker (KKT) system:

2TV, L(w,t) >0, c¢(z,t) =0, x> 0. (3)

This is a nonlinear complementarity system. The Lagrange
function is defined as L(w,t) = f(x,t) + ATc(z,t), where
A € R™ are Lagrange multipliers and w? = [T, \T] with
w € R™T™. We denote the solution of problem as (2) w*(¢).
Under certain regularity conditions, this solution forms a
continuous but nonsmooth manifold [5]. Nonsmoothness
arises as a result of variables hitting and moving away from
the bounds at subsequent times (active-set changes).

In an effort to achieve higher frequencies, several studies
[2], [71, [9] have proposed to solve a single quadratic opti-
mization (QO) problem per sampling time. The QO derived
from (2) has the form

1
min V. f(Z¢,,ter1)’ Az + §AxTH(1Dtk k) Ax

sz_jtk
(4a)
S.t. C(jtk7tk+1) + J(jtk,tk)AI = 0, (4b)
where H(w,t) = V,.L(w,t) is the Hessian of the La-
grange function and J(x,t) = V,c(z,t) is the Jacobian

of the equality constraints. The basic idea is to linearize
the KKT conditions at the current point 1y, , perturb the
data tp4 1 = tr + At, solve the QO to obtain the step
Awl = [Az{ AN]], and obtain wy,,, = Wy, + Awy,.
The hope is that w;, provides a good approximation to
w*(tg) for k > 0 and that it converges as k — o0o. An
interesting observation arising in NMPC is that the sampling
time can be reduced as we decrease the solution time. In the
limit, we can expect that ||@; — wy| — 0, Vt as At — 0.
The traditional approach of converging the NLO to a high
degree of accuracy considerably limits the attainable At.
Therefore, it seems preferable to obtain a fast and sufficiently
accurate solution in order to reject disturbances and to keep
neighboring problems close to each other. Notice, however,
that the minimum achievable sampling time At is restricted
by the solution time of the QO itself. Consequently, some
questions arise: For finite At, is it possible to guarantee that
the error [w;, — wy, || remains stable? Can we guarantee
|wy, —wy, || — 0 as k — oo? How can we accelerate the
QO solution to reduce At?

In this work, we address stability issues using generalized
equation concepts (Section III). In addition, we propose a
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scheme to terminate the QO solution early and still guar-
antee stability of the error (Section IV). We illustrate these
developments using a simple numerical case study (Section
V).

II. GENERALIZED EQUATIONS

The key observation driving our analysis is the fact that
the complementarity system (3) can be posed as a parametric
generalized equation (GE) of the following form: For a given
teT CR, findwe W C R"™ such that

0€ F(w,t) + Ng(w). 5)

Here, F' : W x T — Z is a continuously differentiable
mapping in both arguments with

Vi L(w,t)

c(z,t)
and K = R x ™ C W is a polyhedral convex set, where
R7 is the non-negativity orthant. We define the derivative
mapping Fy,(w,t) := V., F(w,t) and assume that it is
Lipschitz in both arguments with constant Lz, , Vw € Wt €
T. The multifunction Nx : W — 2Z is the normal cone
operator

Nictuw) = {

Flw.t) = | ©

veW|(w-y)Tv>0,Vye K} if we K
0if weK.

Our goal is to create a discrete-time scheme w;, providing a
fast but stable approximation of the solution of (5) wy, , k >
0. To achieve this, we will perform a single truncated Newton
iteration for the generalized equation per time step.

A. The Nonlinear Equation Case

A good intuition as to why a truncated scheme is suffi-
cient to track the solution manifold can be easily explained
by considering the case without inequality constraints or,
equivalently, when K = R"*™ and F(w,t) = 0. In this
case, standard calculus results can be used to establish error
bounds. This approach has been followed in [2], [9]. In this
section, we perform an informal analysis in order to motivate
the results of later sections. In the absence of inequality
constraints, the approximate scheme w;,, k¥ > 0, can be
obtained from the recursive solution of the truncated linear
Newton system:

)

Te = F(wtk7tk+1) + Fw(wtk7tk)(w - wtk)

where r. is the solution residual satisfying ||r¢| < . > 0.
The solution of this problem is denoted as w = 1wy, , ,. We as-
sume that the linearization point wy, satisfies [|w;, —w;, || <
ky where F(w; ,t;) = 0. In addition, we assume that the
solution manifold is Lipschitz continuous (see Theorem 1)
such that [[wy = — wy || < Ly,At with At = tq —
and k,, L,, > 0. We need to establish conditions leading to
stability of the approximation error in the sense that

[, —wi [l < kr = 0y, —wi ] < For

From the mean value theorem we have that
0= F(w:k+1,tk+1)

= F(wy,, tkt1)

1
[P (i, xwl, — i)t ) (i~ i, )i
0
(3

and

F(w:k’tk-‘rl) = F(wtkatk-‘rl)

1
b [P (o 4w, = ). o) (w, — w1
0
)
Plugging (7) in (9), we get
F(w:kvtk+1) =Te— Fw(wtk7tk)(mtk+l - wtk)
1
+/ Fy (wtk + X(w;k - wtk)7tk+1) (w;tkk - wtk)dx'
0
(10)
From (10) and (8) and bounding we can obtain

Hwthrl - U):k+1 ” < Ky Ke

1
+ ky L, LywAt (Iir + iLwAt + At>

w

1
+ ky Ly, Ky <2nr + At) ,

_ 1
where Ky = 1E @, T

wy, . || < K. This implies

For stability we require ||wy, ., —

1
Kr 2Kyke + Ky Lp, Ly At (/@T + §L,,,At + At>

1
+ kyLp, Ky <2/-£r + At> .

Rearranging, we have

1
(1 — 2prmwmr> Kr > Kyke + KpLp, (Ly + 1) At Ky

1
+ LFw'%'L[)Lw (2Lw + 1) AtQ

Stability follows if (1 - %L Fy Ko nr) > 0 and if there exist
k > 0 and At satisfying

aNEE At g, < kAL (11a)
aéVLEAtQ—i—FawFaE §aéVLEf<;T, (11b)

where « , and o}’LF are defined in the appendix

of [13]. At every time t, Wy, , is obtained by solving (7).
This is an approximation of wy, . The stability conditions
guarantee that if x,,x. = O(At?), then the approximation
error remains O(At?) for all k£ > 0. We have thus created an
algorithm that tracks the solution manifold of F(w,t) = 0
stably by solving (within k.) a single fruncated Newton
step per sampling time. This allows us to use iferative
linear algebra schemes that can be terminated early and thus
increase the solution frequency of the NMPC problem.

NLE , NLE
1 y Qg



In practice, one can still apply the above results to handle
inequality constraints (bounds) by introducing smoothing
schemes, as suggested in [9], [3], [12]. However, this ap-
proach leads to numerical instability. Note also that, in the
presence of bounds, we can no longer invert algebraically
the Newton system. In addition, nonsmoothness prevents the
direct application of standard calculus results. We resolve
these technical difficulties in the following sections.

B. Linearized Generalized Equations

An important consequence of the structure of (5) is that it
allows us to analyze the smooth and nonsmooth components
independently. We start by defining the linearized generalized
equation (LGE) at a given solution wy ,

r e F(wj,,to) + Fu(wy,, to)(w — w})) + Ng(w).  (12)

If K = R, solving this LGE is equivalent to solving the
perturbed linear complementarity problem,

w >0, v=F(wy,to)+Fy,(w;,,to) Aw—r > 0, wlv = 0.

(13)
If F, is a symmetric matrix, then conditions (13) are the
optimality conditions of the QO problem,

MINAw > 710:0

1
§AwTFw(wZ‘O, to)Aw +F(w,’f0,t0)TAw —rTAw.
(14

We can rewrite (5) at any point (w,t) in the neighborhood
of w; in terms of (12) by defining the residual,

r(w,t) = F(wg,,to) + Fu(wy,, to)(w — wy,) — F(w,t). (15)
This gives, for any point satisfying (5),
r(w,t) € F(wf, to) + Fu(w},, to)(w — wf)) + Nk (w). (16)

This formulation will allow us to bound the distance between
(wy,,to) and neighboring points (w,t) in terms of r(w, ).

Central to this study is the inverse operator v ~' : Z — W
of the perturbed LGE (16), which we define as

we P[]
& 1€ F(wf, to) + Fu(wy,, to)(w — wf)) + Nk (w).
a7
In other words, the operator is a multifunction from the space
of the residual (perturbation) of the LGE to the space of the

solution. Some basic properties arising from the definition
of the inverse operator are as follows:

wi e [r(wy to)] = 0], wied [r(w],b)].

Definition 1: (Strong Regularity [11]). The GE (5) is said
to be strongly regular at wy, in the sense of Robinson if there
exists a neighborhood Viy C W of wy, and a neighborhood
Vz C Z of r(w},,to) = 0, such that for every r € Vz, (16)
has a unique solution w = ¥ ~![r] € Viy, and the inverse
mapping ¢ ~! : Vz — Vi is Lipschitz with constant L.
That is, for any r1,79 € V7,

[~ 1] — @ ra)ll < Lyllry — raf|.

This result is a generalization of the implicit function theo-
rem for nonlinear equations. In other words, strong regularity
guarantees the invertibility of the solution mapping. In Theo-
rem 4.1 in [11] and Theorem 6 in [4] it has been established
that the so-called strong second-order conditions and the
linear independence constraint qualification are sufficient to
guarantee strong regularity of the NLO.

ITII. STABILITY OF APPROXIMATION ERROR

Using this basic set of tools, we now establish results that
will allow us to construct algorithms for tracking the solution
manifold of (5) approximately.

Theorem 1: (Theorem 2.3 in [11] and Theorem 3.3.4 in
[5]) Assume (5) is strongly regular at wjy . Then, there
exist neighborhoods V- and Vr and a unique and Lipschitz
continuous solution w; € Vi of the GE (5) that satisfies,
for each t =ty + At € Vi,

) (18)

with L,, > 0. In addition, consider that w; solves the
truncated system

lw; = wi, || < LAt

dc € F(w;,at) + Fw(w;vto)(wt - wZ‘U) + Nk (), (19)

where r. is the solution residual satisfying ||r.|| < é. > 0.
We have that w; satisfies

(i) [lwy —wil| < Ly (9 +7(At)AL)

with v(At) — 0 as At — 0; and, if F,, is Lipschitz
continuous, then

(iii) [Jw; — we|| < Ly (6 + KAL)

with £ > 0.

Having a reference solution wy, , we can compute the
approximate solution w; by solving the LCP (13) or the QO
(14) with r = F(w} ,to) — F(wyf,,t). From Theorem 1,
we see that this approximation can be expected to be close
to the optimal solution w;. In our approximate algorithm,
however, we relax the requirement that w;‘O be available.
Instead, we consider a linearization point w;, located in the
neighborhood of wfo. In addition, we assume that the LCP
is not solved exactly. In other words, w; is the solution of
the truncated system

Te € F(Wy,,t) + Foy(Wr,, to)(w — wy, ) + N (w),  (20)

where r. € R™ is the solution residual. This system can be
posed in form (16) by using the following definition:

r="Te+ F(w;)atO) + Fw(wfo»to)(w - w;ﬁko)

—F(wto,t) —Fw(’wto,to)(w—ﬂ)to). (21)

Note that, in this case, the perturbation r is an implicit
function of the solution w = w;. In addition, we emphasize
that (21) is used only as an analytical tool. In practice,
however, (20) or its corresponding QO is solved. Our
first result is given in the following theorem where we
establish conditions guaranteeing that the recursive solution
of (21) gives rise to a stable tracking scheme of the solution



manifold wyj .

Theorem 2: (Stability of Approximation Error). Assume
(5) is strongly regular at wy, . Define w; as the solution of the
perturbed LGE (20) where w,, is a point in the neighborhood
Vv of wf . The associated residual 7(wy,, to) is assumed to
satisfy

[7(@ro, t0) — 7(wiys to) || < 67y

with 0, > 0. Assume there exists o, > 0 such that ||r|| < d.
If there exists ~ > 0 and if At satisfies
afEAL S, < kAt
(ST + k)AL? + 5. < aSF5,,
with afF aSFE, and aS'F defined in the appendix of [13],
then the approximation error remains stable:

(22a)
(22b)

|lws, —wy || < Lyd, =
Proof. See [13] U

[0 —wi || < Lyo,.

Corollary 3: Assume conditions of Theorem 2 hold
Vi € [to,tf]. Then,
0, — w5 | < Dby, tis =t + - A, Vh < L200

Condition (22a) can be satisfied for &, = o(At), O(At?).
Condition (22b) is stricter. If §, = o(At), this condition
states that the solution error should be at least §. = o( At).
Note that a small L, is beneficial because it relaxes both
(22a) and (22b). The proposed scheme is equivalent to
time-stepping methods used to solve differential variational
inequalities (DVI) [10]. Also, note that the above stability
results can be applied directly to the NLO context since
optimality conditions of QO (4) formulate an LGE of the
form (20).

IV. AUGMENTED LAGRANGIAN STRATEGY

As we have seen, solving a single QO (4) at each time step
is sufficient. However, it is crucial to have a fast solution
strategy for the QO. Here, we propose to reformulate the
NLO using an augmented Lagrangian (AL) function and
solve the underlying QO using a projected successive over-
relaxation (PSOR) strategy. To derive our strategy, we define
the AL function,

La@.Atip) = J(a,0) + M el ) + Flle(, )] 23)

A strategy to solve the original NLO (2) consists of comput-
ing solutions of the AL subproblem

in La(z, A\t 24
min - La(z,A.t,p) (24)
for a sequence of increasing p. Note that the multipliers \
act as parameters of the AL subproblem. The solution of the
subproblem is defined as x*(A,t). The multipliers can be
updated externally as

A A+ pe(z*(A 1), 1). (25)

We thus define the solution pair (N t), A*(\ 1) = X+
pc(x*(At),t). The first-order conditions of (24) can be
posed as a GE of the form

0 € VoLa(w, A t) + Ny (x), (26)

where
VioLa(z,\t) =V f(x,t) + A+ pe(z,t) Vae(z, t).

The linearized version of (26) defined at the NLO solution

T3, A= Af, is given by the LGE
S vz£A<x;kov )‘IoatO)

+VaoLalaiy, Ay to)(x — z)) + Ny () (27)

for r = 0. To establish perturbation results for the AL
LGE (27) in connection with those of the original NLO (2),
we consider the following equivalent formulation of (26),
proposed in [1]:

0 € F(w,p(N),t) + Nprxm (w), (28)
where
< Vof(z,t) + ATV c(z,t)
F(w,p(\),t) = oz, t) er(/‘\) + %()\Zj —A) | (29)

w? = [27 AT], and p()\) = %(/_\f A;). Fort =tg and A =

A7, we have p(A) = 0, z*(p(X), t) = x},, and A*(p(N), t) =

A7, The solution of GE (28) is denoted as w*(p(A),t). The
linearized version of (28) at wy, is

r € F(wy,,0,t0) + Fy(wy,, 0,t0) (w —wy, ) +N§R1X§Rm (w),
(30)
where
« - Vmﬁ(wz‘o, to) VQCC(.T;;)7 t())
Fw(wt0707t0) o vgc(m;fkgvt()) _%Hm
(3D

We emphasize that the reformulation (28) is considered only
for theoretical purposes. In practice, (26) or its corresponding
QO is solved. We now establish the following approximation
results in the context of the AL framework.

Lemma 4: Assume (26) is strongly regular at wj . Then,
there exist neighborhoods Vi, Vr, and V,, where the solution
of the AL subproblem (24) satisfies, for each t =ty + At €
Vr, p(A) €V,

. * [\ * L’LU \ *

(1) flw" (A1) —wi || < 7||A — Ayl + LAt (32)
Furthermore, consider the approximate solution Z(\,t) ob-
tained from the perturbed LGE (27) with

r= VI‘CA<$?07 )‘Ioato) - VI‘CA("L‘:Oa 5‘7 t)a

and associated multiplier A(X,t) = A + pc(Z(A, t),t). The
pair, denoted by w(A\,t), satisfies

(33)

(i) [[w(At) —w* (A b)) = O ((At + %H;\ - /\IDH) > :
(34



Proof. The result follows from the equivalence between (26)
and (28), by recalling that p(\})) = 0, p(A) = J[IA = A7 ||,
and by applying Theorem 1. [J

This result states that the solution of a perturbed AL
LGE formed at wj provides a second-order approximation
of the subproblem solution w*(A,t). The impact of the
multiplier error can be made arbitrarily small by fixing
p to a sufficiently large value. Our second main result is
given in the following theorem. Here, we establish conditions
guaranteeing that the recursive solution of the AL LGE gives
rise to a stable tracking scheme of the solution manifold wy; .

Theorem 5: (Stability of Approximation Error for Aug-
mented Lagrangian). Assume wy; is a strongly regular solu-
tion of (27). Define Z(\,t) as the solution of the LGE,

Te vaﬁA (i'tm 5‘7 t)

+ Vlw‘C’A(i‘toa Xa to)(x - i‘to) + N i (x)’ (35)

with an associated multiplier update A(X,¢) = X +
pc(T (A t),t). The pair is denoted by w (), t). The reference
llnearlzatlon point wf = [z Al] with A, = X+
pc(i:to,to) is assumed to exist in the neighborhood Vi of
. The associated residual r(w,, to) is assumed to satisfy

H (wtg,to) r(wf,to)|] < & with 6, > 0. Furthermore
assume there exists §. > 0 such that ||r.|| < .. If there

exists k > 0, At and p satisfying
L6,
<At + T )
P

oM EALS, + Lw (57« + L“’At)
p Ly
(36a)

(At+ Lf ) + 5. < adls,, (36b)

where a'F o'l a4\l are defined in the appendix in [13],
then the approximation error remains stable:

1, —wi, | < Lydy = oA, 8) = wi] < Lydr.

Proof. See [13]. O

The recursive stability result of Corollary 3 also applies
in this context. Note that if p — oo, conditions (36a)-(36b)
reduce to (22a)-(22b). Therefore, similar order results to
those of Theorem 2 can be expected for sufficiently large
p. Note also that the initial multiplier error (bounded by &)
always appears divided by p. This indicates that relatively
large initial multiplier errors can be tolerated by increasing
p. Nevertheless, note that the second term on the left-hand
side of (36a) remains o(At) even if §, = O(At?). In other
words, this condition is more restrictive than (22a).

To solve the QO associated to the AL LGE (35), we follow
a PSOR approach. The QO has the form,

. L 7 T
,Iznzlg 7% Mz +b" z. (37
Any solution of this QO solves the LCP,
Mz+b>0, z—a>0, (z—a)’(Mz+b)=0. (38)

Consider the following PSOR algorithm adapted from [6],
[8]:

PSOR Algorithm

Given z° > a, compute for k = 0,1, ..., njzers
k+1 _ k+1
2 - (1 ZM'L] ] +ZMU ]
Jj<i j>i
2P = max (21 ai) . i=1,..,n, (39)

where w € (0,2) is the relaxation factor.

Theorem 6: (Theorem 2.1 in [8]). Let M be symmetric
positive semidefinite. Then, each accumulation point of the
sequence {z*} generated by (39) converges to a solution of
the LCP (13). The rate of convergence is R-linear.

It is known that, for the SOR method for linear systems,
in order to reduce the error by a factor of 1/10, SOR with
non optimal parameter w requires O(n) iterations [6]. Here,
n = dim(z). We can now establish our algorithm, which we
refer to as AugLag.

AuglLag Algorithm
Given fto, Xto’ At, Ps Niters
1) Evaluate Vil a(Zi, Mysthsts )
Ve La (ftk , )\tk s Uk, P)-
2) Compute step AZy,,, by applying n;i., PSOR itera-
tions to (37) with:

and

M= vxrﬁA(jtk; S\tkatkap),
b = vx‘CA(jtka Atmt/€+17p)

3) Update primal variables Zy, , = %y, + A%, ., and
multipliers A¢, ., = Ay, + pc(Ty,,,, tryr).
4) Set bk« k+1.

The proposed Auglag strategy is attractive because it
performs linear algebra and active-set identification tasks
simultaneously, it can exploit warm-start information, it can
be parallelized, and it has a favorable computational com-
plexity. Note also that the Hessian matrix of the augmented
lagrangian remains positive semidefinite close to the solution
manifold.

V. NUMERICAL EXAMPLE

To illustrate the developments, we consider the model
predictive control of a nonlinear CSTR. The optimal control
formulation is given by

t+T
n}iri / (wT(zT — z;p)Q +we(zo — zscp)2
u(T

+wy(u—uP)?) dr
stdz—c—zc_l—f—k zo-exp | —= |, 2¢(0) = Zo(t)
~ar = 0 0" <C P o7 y <C = <C
dzr 27— zé —E,
dr 0 Fo - 2c - exp 2T

+a-u-(zpr —27"), 2r(0) = Zp(t)
zgzn S 20 S Zgaw Z%nin S 2 S Z]@am

umzn S U S umax.

b
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Fig. 1. Residual trajectories for AuglLag with increasing At.
0.45 T
!
0.4 !
~ i
035 1
> i
03 ] I!l Optimal [
li ) — At=0.25
0.25 : ; ._‘,.-' : - AI:O.PlO 1
[¢] 60 80 100 120 140
Time Step — te
Opun‘wal 1
— At=0.25
= At=0.010
tT—
N
g
065 ‘ ‘ ‘ ‘ ‘ : :
0 20 40 60 80 100 120 140
Time Step - t,
Fig. 2. Auglag and optimal trajectories for the control (top) and

temperature (bottom).

The system involves two states z(7) = [z¢(T), zr(7)] and
one control u(7). The set-points are denoted by the super-
script sp. For implementation, the optimal control problem
is converted into an NLO by applying an implicit Euler
discretization scheme with grid size A7 = 0.25. The NLO
is parametric in the initial conditions, which are implicit
functions of ¢. The initial conditions are denoted by Zp(t)
and Zo(t). To apply the Auglag algorithm, we set the AL
penalty parameter p = 100 and fix the number of PSOR
iterations to 25. We initialize the algorithm by perturbing an
initial solution wy, as wy, < wy - 6, where d,, > 0 is a
perturbation. This generates the initial residual r(w;,,to) .
An additional perturbation, in the form of a set-point change,
is introduced at ¢, = 50. In Figure 1, we present the norm
of the residuals along the simulation horizon with increasing
At. Note that although the initial residual is large O(10%),
the subsequent residuals remain stable and tend to decrease.
The set-point change generates a residual that is only O(10°)
and can be tolerated with no problem. The PSOR residuals .
at the beginning of the horizon are O(10~1) and converge to
O(107%) when the system reaches the set-points. In Figure
2, we present control and temperature profiles for At = 0.25
and At = 0.01. The approximation error decreases with the
step size. The PSOR strategy identifies efficienctly active-
set changes in subsequent steps. At a single step, up to 100
changes were observed. For the larger step size, note that

even if the active-sets do not match, the residuals remain
bounded and the system eventually converges to the optimal
trajectories. We emphasize that these numerical results do
not present detailed computational times. However, we can
expect that solving the QO problem approximately instead
of solving the full NLO problem at each sampling time
can reduce the solution frequency by at least an order of
magnitude [14], [3].

VI. CONCLUSIONS AND FUTURE WORK

We have presented new insights into enabling the imple-
mentation of NMPC at higher frequencies. The main idea is
to solve a single, truncated quadratic optimization problem
per time step. We establish conditions guaranteeing that the
approximation error remains stable even in the presence of
active-set changes. In addition, we present truncated scheme
that enables early termination and that performs linear alge-
bra and active-set identification tasks simultaneously. As part
of future work, we are exploring other algorithms with even
cheaper steps. In addition, we seek to establish convergence
results of approximate schemes and to perform detailed
computational studies in large-scale systems.
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